 Mobile Device Configuration Document

MC9090 
Wireless Setup:
1. Finding Wireless LAN
a. Bottom Left Task bar click on Blue Icon with red box. The Wireless Menu Will appear
b. Select keys select Find WLAN’s
c. Press Enter. The Find WLAN’s window displays
i. [image: ]
ii. Select WLAN for warehouse using navigation keys
d.  Use Stylus and hold on WLAN to select Connect
e. The Profile Entry box displays
i. [image: ]
f.  Enter in the name and ESSID if not displayed already (name does not have to match ESSID but ESSID must match exactly to the WLAN)
g. Press NEXT 
h. The Operating Mode Entry box displays
i. [image: ]
i. First drop down Tab set to ‘Infrastructure’
j. Press on Allow Any Country 
k. Press the down key to get to USA (press enter on warning. This warning is just warn you that you must select the country you are in)
l. Press NEXT 
m. Authentication box displays
i. [image: ]
ii. Use (Legacy Pre-WPA if asked)
n. Press Next Select Authentication type if none select none then NEXT
o. Encryption box displays
i. [image: ]
p. At this time Select Encryption type 
q. Press tab NEXT and 
r. Enter in Encryption in Example below
i. [image: ]
s. After Encryption is entered
t. Press NEXT
u. The IP Address Entry displays
i. [image: ]
v.  Select either DHCP or use drop down menu for Static IP press NEXT
w. Transmit Power Box displays
i. [image: ]
x. Leave at Automatic; press NEXT
y. The Battery Usage box displays
i. [image: ]
z. This is default power setting press Finish
2. A Profile Window will display with ESSID showing that the profile was created
i. [image: ]
3. Press X to Exit
4. Now go to the same icon on bottom left 
5. Use stylus to select Options
a. The first Options box displays with OP Mode Filtering
i. [image: ]
b. Uncheck Ad-Hoc Networks (if Checked)
c. Second drop menu in Options box displays with Regulatory 
i. [image: ]
d. Select USA if needed for the Settings 
e.  Uncheck Enable 802.11d
f. Go back to Regulatory drop down menu
g. Go to Export box displays
i. [image: ]
h. Click Export Options
i. A Save As box appears and press Enter to store Options in default /application folder
j. Click Export All Profiles
k. A Save As box appears again and press Enter to store Profiles in default /application folder
l. Press X to Exit Options Menu
6. Should see connection at bottom Right hand side of display in the Task bar Menu
i. [image: ]
ii. Icon should have yellow or Green depending on location of device to the Access Points. 
7. The Wireless Configuration on the MC9090 should is complete. 

MC9090 Wavelink Configuration
1. Connect the MC9090 mobile device to a PC using ActiveSync (for XP PC’s) or Windows Mobile Device Center (for Windows 7 PC’s)
a. Can download either application software to PC for free at www.microsoft.com 
2. A Connection screen will appear on your PC just either cancel for XP machines or click on Connect without setting up your device for Windows 7 PC’s
3. Open a IE browser and go to www.wavelink.com 
a. Click on Downloads
b. In first drop down menu select Motorola(Symbol)
c. Second drop down menu select MC9000
4. At bottom of IE screen click on the + icon for Wavelink TE
a. Click on + icon for CE 5.0
b. Click on the latest version or select the Wavelink TE for the Wavelink Motorola (symbol) MC90xx ActiveSync version that DOES NOT say “This is not a pre-licensed. Maintenance or individual license required” 
i. Right now as of AUGUST 2010 latest version is v7.0.92
c. Click on the ActiveSync version it will ask to RUN 
d. Run the program on your PC (You may have to sign up or register as a user if you do not have a username and password. Register if you do not and get a login and password to download)
e. Follow download instructions
f. After download the following Menu box will appear
i. [image: ]
5. This is where to configure the Wavelink Telnet client on the Mobile device for AS400 connection
a. Click on Host Profiles
i. [image: ]
b. Click on New 
i. Enter in Host Information
c. Click on OK once Host profile is configured
6. Click on Emulation Parameters Tab
i. [image: ]
b. Select Emulation + key
c. Open 5250 and 3270 Menu 
d. Then Open the 5250 Menu
e. Then click on the + Of Enter Key Swapped and change from no to Yes
f. Next go to Common menu under Emulation
g. Next click on Display under the Emulation menu
h. Scroll down and change “hide Horizontal Scroll Bar” to Yes
i. Change “Hide Vertical Scroll Bar” to Yes
j. Scroll down to “Start Menu” and change to hide start menu
k. Scroll down to “Hide Menu” and change hide menu to Yes
l. Go to Scanner menu under the Emulation menu
7. Now at top left corner of Emulation parameters screen click on the black disc to save settings and then click on the X on top right to close emulation parameters window.
8. On the Main Telnet Emulation box click on “Import/Export Settings
a. Select Export and click OK
b. Save WLTNA file to PC and save this file there for future reference and setting up future devices as needed.
9. On the Main Telnet Emulation box click on Application & Config 
a. You should still have an ActiveSync or Mobile Center connection to PC if not re-establish connection. Before clicking on Application & Config 
b. Once Application & Config button is pressed follow on Screen and PC and mobile device instructions. 
10.  To test open TELNETCE on desktop of MC9090 and try to establish a connection with the AS400

11. If test to AS400 is confirmed it is a good idea to open ActiveSync or Mobile Center and go to Explorer on ActiveSync or File Management on Mobile Center and open the up the Application folder and look for WCS_Options and WSC_Profiles(these are the wireless settings ) Copy both files and place in the folder created with Configuration Files
Loading AppCenter 
1. Open IE browser and go to http://www.scantexas.com/support/technical-support.htm
2. Scroll down to AppCenter Windows CE devices
3. Click on AppCenter Windows CE devices and download ZIP file to PC
4. Once download to PC extract ZIP file to PC
5. Establish an ActiveSync or Mobile Center connection to MC9090 device if do not have one already.
6. In the AppCenter folder just extracted 
a. Open WCE500
b. Open MC9000
c. Copy AppCenter (application) file 
d. Open ActiveSync Explorer or File Management and find the MC9090 application folder
e. Place the file just copied in /application folder of the device
f. From the AppCenter folder copy AppCenter(shortcut), AppCenter.cpy
g. Also place these in the Application folder of device
h. From AppCenter folder open PlatFormReg folder
i. Copy PlatMC9090CE-gun.reg
j. Place file in Application folder of device
k. Copy AppCenter.run from the AppCenter folder 
l. Place AppCenter.run in the Application/Startup folder of device (if anything is in the application/startup folder already deleting the files as only AppCenter.run should be in that folder. 
7. AppCenter is installed and now COLD-BOOT the MC9090 device
a. Release the battery and hold the power button and trigger button and while holding the power and trigger button push back in the battery 
8. AppCenter should start-up and run automatically. 
To configure AppCenter
1. The AppCenter main screen is displayed
2. Go to Tools on top
3. Go to Admin Log and press enter
4. Default Password symbol all lowercase
5. Go to Tools
6. Select New Program and press Enter
7. Go Square box with 3 dots by the NEW Program name and press enter
8. Scroll to TELNTCE and press ok or enter
9. A window will be up Edit Program Window
a. Window Description = TelnetCE
b. Tab and press space to check hide SIP
c. Tab and press space to check Auto Start
d. Tab to Delay and set for 10-15 seconds
e. Approved Window Titles = Telnet|ActiveBridgeTELNETCE
f. Tab to Save
g. Then click X to exit
10. Go to Tools 
11. Go to Create Registry File and press Enter
12. Do a COLD BOOT on Device 
13. Get connection of ActiveSync or Mobile Center and explore or file manage the device and look for AppCenter.reg or AppCenter Registry file and save it to the folder you created with configuration files.
Device is complete on setup

Quick Method of configuring a MC9090
1. The steps above allowed you to create files that are in a folder configuration Files
2. There should be the following files
a. WCS_OPTIONS
b. WCS_PROFILES
c. Wavelink Configuration MC90XX.wltna
d. AppCenter.cpy
e. AppCenter.reg
f. AppCenter (shortcut)
g. AppCenter.exe
h. Plat9090g_CE.reg
i. AppCenter.run
3. Place the following files in the Application folder of the MC9090 device
a. WCS_OPTIONS
b. WCS_PROFILES
c. Wavelink Configuration MC909X.wltna
d. AppCenter.cpy
e. AppCenter.reg
f. AppCenter (shortcut)
g. AppCenter.exe
h. Plat9090g_ce.reg
4. Place the following files in the Application/Startup of the MC9090 Device
a. AppCenter.Run (delete other files that remain in that folder)
5. Cold Boot the device and the device should be completely functional and ready for deployment
For further information or questions please contact Wesley Wheeler Wesley@scantexas.com
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