Upgrading WS5100 Wireless Switch Firmware to 3.X
*This is a quick guide manual that was created ScanTexas Technical support team. This quick guide will allow the user to upgrade the WS5100 Switch running firmware 1.x or 2.x to 3.x or later version. In this document we used the FTP server software 3CDamon but any FTP server software will work*
Connecting to the CLI interface

Through the CLI interface using a dB9 Null modem cable connect to the PC using HyperTerminal with the protocol 19200, 8, N, 1. 

Enter in the Username: admin (default)

Enter in Password: symbol (default)

Established Connection through CLI Interface 

*Enter the following Commands in the CLI interface*

*the Script will check to make sure that you have enough memory on the switch, If indicated that not enough memory follow until memory is freed up.*

WS5000> (type) cfg
WS5000.(Cfg)> (type) copy ftp system 

Enter the file name to be copied from FTP server : (type) PreUpgradeScript 

IP address of the FTP server: (type FTP server IP) 0.0.0.0 
Copying 'PreUpgradeScript' from ftp://0.0.0.0 to Switch...

Data connection mode: BINARY

Status: Transfer completed successfully

3117 bytes received in 0.0091 seconds (3.3e+02 Kbytes/s)

Execute Script

WS5000> (type) Service
(Enter Password)(type) Password
Sm-WS5000> (type) Execute
(type) PreUpgradeScript
Sm-WS5000> (type) Exit 

Uploading 3.x Firmware through CLI to Switch

WS5000> (type) cfg
WS5000. (Cfg)> (type) copy ftp system 

Enter the file name to be copied from FTP server: (type) WS5100-3.2.0.0-040R.v2 (or firmware version upgrading to)
IP address of the FTP server: (type FTP server IP) 0.0.0.0
Enter in Service mode 

WS5000> (type) Service
(Enter Password)(type) Password
Sm-WS5000> (type) Execute
(type) WS5100-3.2.0.0-040R.v2 (or version of copied upgrade from FTP server)
*The WS5100 will update to the 3.x or later version. This may take a few minutes for the 3.x firmware to go through the boot process*
Upgrading from 3.x to a later firmware version
*The CLI image and commands change when upgraded to a 3.x version* 

Connecting to the CLI interface in 3.x or later firmware version

*Using a dB9 Null modem cable, connect using HyperTerminal and using protocol 19200, 8.N, 1.*
Established Connection through CLI

Press Enter
Login (type) CLI
Userlogin: (type) admin (default)

Password: (type) superuser (default)

WS5100> (type) Enable
WS5100# (type) upgrade ?
WS5100# (type) Upgrade ftp://_______( ftp username) :______( ftp password) @0.0.0.0(ftp IP address)/ (file name of upgrade) WS5100-3.2.0.0-040R.img
WS5100# (type) reload (reloads the WS5100 switch)
